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Data Request List

Extraction Addendum

For use with the following applications:
( Plastic


 Injection Molding

 Extrusion

 Blow Molding

 Forming

( Metal


 Die Casting

 Low Pressure Permanent Mold

Squeeze Casting

 Semi-Solid Molding

Machine Information

( Type of machine: 


 Horizontal

 Vertical

( Style of machine:


 Tie bar

 “C” Bed

 Frame

 Tilt Bed

( Tonnage


 250 ton

 250 - 400 ton

400 – 600 ton

Over 600 ton

( Platen Size : 

 in / mm

(Tie Bar Dim :

 

( Distance to centerline of machine:


 From base of machine

 in (mm)


 From safety door

 in (mm)

( Distance from floor to centerline of machine:

 in (mm)

( Centerline spacing of machines:

 in (mm)

( Overall width of machine:

 in (mm)

( Type of machine control:


 Commercial PLC

 Relay

Proprietary Control

Other


Process Information
( Cycle time:

 Machine close time

sec.
                   Machine open time

sec.

( Lubrication:


 Overhead

 Robot Based

 None


 Rear Side

 In the Die / Mold



( Secondary Processes:  (supported by the robot)


 Inspection

 Assembly

  Trimming

Marking


 Deburring

 Packout

Other


( Insert Loading:

Size of inserts


Number of inserts


Number of different inserts


Are inserts automatically supplied to the machine?

 Yes

No

Explain: 


Casting / Molding Information

( Number of cavities (max)



( Sprue diameter (max)

 in (mm)

( Biscuit diameter (max)

 in (mm)

( Can the parts be supported by the runner system?

 Yes

 No

 ( Flashing


 Minimal – less than .060 inches (2 mm)


 Heavy – from .060 inches to .750 inches (20 mm)


 Very Heavy – from .750 inches to 2.00 inches (50 mm)


 Solid – from 2.00 inches to mold die width

Special Requirements


Temperature Sensing

In Process Weighing

Machine Vision Interface

Runner Break Off
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