
Applications

RV-3SD/3SDJ Series

System Configuration 
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Type Compatibility (*) Specification overview

Solenoid valve set 

Hand output cable 

Hand input cable 

Hand curl tube 

Stopper for changing J1-axis operating range 

Machine cable, for extension/fixed

Machine cable, for extension/flexible

Teaching pendant (7m, 15m) 

Enhanced teaching pendant (7m, 15m)

Air hand interface (sink / source) 

Parallel I/O unit (sink / source) 

External I/O cable (5m, 15m) 

Parallel I/O interface (sink / source) 

External I/O cable (5m, 15m) 

CC-Link interface

Additional memory 

RT-ToolBox 2 

RT-ToolBox 2 LT

PC cable 

Backup battery

Classification 

300 240

Conventional
model

New model 
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Expansion box

New emergency-stop I/O function 9 Compact controller10

Reduced installation space

CNC controller

Hand curl tube 
1E-ST0408C

(Optional)

Hand output cable
1S-GR35S-01

(Optional)

Hand input cable
1S-HC25C-01

(Optional)

Robot

RV-3SD RV-3SDJ

RV-3SDC RV-3SDJC

RV-3SD-SM RV-3SDJ-SM

Tracking function 

Ethernet 
Note 1)

(5m)

Machine cable 

<Equipment of 
standard configuration> 

Servo amplifier

Programmable controller

GOT

Personal computer 
*Must be prepared
  by the customer

Personal computer cable
2D-232CBL03M

Teaching pendant

R32TB, R56TB

(Optional)

RT ToolBox 2

Robot total engineering 

support software

Controller
CR1D-721/731
-OR- CR2D-721/731

Controller
protection box
CR1D-MB

Additional
memory
2D-TZ454

On-board I/O 

interface 

2D-TZ368 / 2D-TZ378

Air 

hand interface 

2A-RZ365 / 2A-RZ375

Remote Parallel I/O unit 

2A-RZ361 / 2A-RZ371

Remote I/O cable 

2A-CBL05 (5m)

2A-CBL15 (15m)

On-board I/O cable

2D-CBL05 (5m)

2D-CBL15 (15m)

CC-Link

Interface

2D-TZ576

Sealing Electric devices Wafer transferConveyor tracking

Vision sensor 

(Optional)

The emergency stop switch 
is enabled even when the 
controller power is turned 
off. 

Emergency 
stop connection 

Peripheral
RV-SD series

RV-3SD

RV-3SDJ


